
Coatings that are engineered 
to meet precise customer 
requirements for environmental 
regulations along with in-plant 
applications and curing needs.
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The technical data and suggestions for use contained in this document are true and correct to the best of our knowledge at the date of issuance. The statements of this document do not constitute a warranty, expressed or implied, as to 
the performance of these products. Since Diamond Vogel does not control the application of its products or the condition of the surfaces to which they are applied, Diamond Vogel’s liability will under no circumstances exceed replacement 
of the product. All technical information is subject to change without notice.

DELIVERING QUALITY COATING SOLUTIONS DISTINCTIVELY

Architectural • Industrial • Automotive • Traffic
Industrial Wood • Toll Manufacturing • Aerosol



Formulated to Meet Your Needs

The demands placed on the coatings industry have 
necessitated an increased commitment to provide 
our customers with the right product mix to fit 
application and performance requirements within 
governmental and environmental guidelines. 
Diamond Vogel’s OEM coatings include over 2500 
product combinations that can be modified for 
custom application.

Diamond Vogel is committed to providing the highest level of technical service 
and expertise in liquid applications. We provide oven profiles, product 
demonstrations, line audits, cost analysis, performance testing, and specification 
writing. Comprehensive painter training programs include classroom training and 
hands-on training in booths with manuals and certifications for ISO needs.

TECHNICAL SERVICE
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An acrylic urethane exhibits exceptional gloss 
and color retention along with good chemical 
and abrasion resistance. It is an economical 
high-performance topcoat.

• Exceptional value
• Exceptional gloss retention

This is a premium two-component acrylic 
urethane that exhibits exceptional urethane 
toughness and weatherability. This 3.5 VOC* 
high-performance topcoat also has good 
gloss retention.

• System of choice for painting large 
equipment

• Exhibits good gloss retention

A 2.8 VOC* superior two-component acrylic 
urethane designed to exhibit exceptional 
chemical resistance and hardness all while 
maintaining good gloss and color retention.

• Extremely versatile due to exceptional 
adhesion properties

• Rapid recoat time
• Excellent chemical resistance

This fast dry acrylic urethane has a fast cure 
time allowing for “just in time” production 
schedules.

• Very good gloss and color retention
• Fast cure rate for quick handling

An acrylic urethane has a mid-range cure time 
and pot life. The adhesion, weatherability and 
flexibility are very good. The combination of 
performance and price makes it an excellent 
value.

• Good gloss and color retention 
• Great value and performance
• Great adhesion and flexibility

A new generation polyester and acrylic urethane 
blend is formulated to provide hardness and 
weatherability. This urethane can be used as 
a tough direct-to-metal polyurethane in mild 
corrosive environments or over primer.

• DTM with higher film hardness
• Easy application
• Good corrosion and weathering resistance

Hyperthane two-component polyurethane is a high performance coating system 
designed for manufacturers that demand excellent gloss retention, hardness, 
and mar and chemical resistance. This is the system of choice for industrial 
finishers that desire superb resistance to fading or chalking from exposure to 
sunlight and chemicals under splash and spill conditions. Hyperthane coatings 
are engineered to meet precise customer requirements for environmental 
regulations along with in-plant applications and curing needs.

HIGH PERFORMANCE 
URETHANE TOPCOATS

54

*VOC can vary depending on color, composition, and catalyst selection.
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Diamond Fleet 2K Intermix Polyurethane is a superior 
two-component acrylic polyester urethane that exhibits 
exceptional urethane toughness, extended gloss and color 
retention, and excellent chemical and abrasion resistance. 
This product is designed as a superior performance finish 
topcoat for industrial, OEM, and fleet applications.

• Exhibits exceptional urethane toughness

• Gives extended gloss and color retention

• Multiple urethane activator options for 
added versatility

• Outstanding hide versus a tinted product

DIAMOND FLEET®
 TWO-COMPONENT INTERMIX POLYURETHANE

A high-solids, high-build epoxy formulated 
to provide outstanding corrosion protection 
in extreme environments while providing 
superior chemical and abrasion resistance.

• Extremely versatile due to exceptional 
adhesion properties

• Rapid recoat time

Diamond Vogel |  
Industrial Coatings takes 
pride in offering the latest 
in coatings technologies. 
Our primers are designed 
and manufactured to 
give protection and 
adhesion to a wide 
variety of surfaces and 
substrates. These primers 
prove their value with 
superior performance 
and application.

2K
PRIMER
SYSTEMS

This second generation of primers comes 
with the latest in polymer and corrosion 
inhibitor technologies. It is a two-
component urethane primer with quick 
dry and wet-on-wet recoat with urethane 
topcoats. Performance characteristics 
include adhesion and chip resistance.

• Wet on wet application

• Exceptional stone chip resistance

• Extended corrosion resistance

Hyperprime is a fast-drying, high-
performance, high-solids epoxy primer 
for equipment manufacturers that require 
excellent gloss holdout, adhesion, and 
chip and corrosion resistance.

• Zinc rich version available for severe 
environments

• Fast recoat time

HyPerformance Epoxy Primer

®

Mult-E-Prime® 500
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