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Diamond Fleet 1K Alkyd Enamel is a
one-component alkyd enamel topcoat
designed for OEM and industrial applications.
It delivers efficiency and consistent results
with Spectra IQ™ Technology, which
simplifies color matching and supports
small-batch flexibility for fast turnaround.
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Precision color with superior coverage.

Accurate color matching, flexible batch sizes, and
nearly automated dispensing for consistent results.
Spectra 1Q is our proprietary color development
technology, engineered to produce vibrant, true-
to-life hues with exceptional hiding power and
long-lasting durability. Built on proven formulation
principles and enhanced with our own advanced
chemistry, Spectra IQ delivers richer depth of color,
superior coverage in fewer coats, and remarkable
fade resistance. It is a color solution designed for
today’s demanding industrial applications.
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« Covers 45% more surface area than
comparable tint-based formulas
+ Achieves full hide at 2.5 mil dry film thickness
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« Every gallon goes further, reducing material g
use and improving efficiency ‘;L’
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Diamond Fleet® 1K

Popular Colors

Tractor Dark Gray DCMO0-125792 CE Gray DCMO0-125793 Tec Gray DCMO0-125794

Sky White DCM1-125795 Challenger Yellow DCM3-125796 Construction Yellow DCM3-125797

Power Tan DCM8-125816 Industrial Yellow DCM3-125817 NH Yellow DCM3-125818

Safety Yellow DCM3-125819 Ag Yellow DCM3-125820 Safety Orange DCM4-125821

Kubota Orange DCM4-125822 Ag Red DCM5-125823 Safety Red DCM5-125824

Terra Red DCM5-125825 NH Blue DCM7-125826 Safety Blue DCM7-125827

Tractor Green DCM6-125828 Nature Green DCM6-125829 Safety Green DCM6-125830

Colors shown are produced as closely as modern printing techniques permit and are only approximate representation of the actual colors.
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Diamond Fleet One-Component Alkyd Enamel

Diamond Fleet 1K is a one-component alkyd enamel that delivers full gloss, strong color retention, and
fast-drying times with Spectra IQ™ Technology for accurate color matching and consistent hide. It provides
a high-hiding, durable finish for OEM and industrial equipment where throughput and finish quality matter.

FEATURES

« Full-gloss finish for a clean, durable
appearance

« Strong color retention to maintain a
consistent look over time

« High-hiding formulas reduce material use
and improve production efficiency

« Fast-drying times help speed turnaround and
keep lines moving

« Color accuracy in smaller batch sizes

FIELD OF APPLICATION

This enamel can be used for direct-to-metal
applications on properly cleaned steel.
A primer is recommended for long-term
corrosion protection.When used over a primer,
apply 1.5 to 3.0 mils dry film thickness, which
requires two medium-wet coats at 3.0 to 6.0
mils wet film build.

PHYSICAL PROPERTIES

Weight: 8.5t0 10.1 Ib/gal
Viscosity at 77°F: 35-45 seconds #2 Zahn
Weight Solids: 45% to 60%

Solids Volume: 35% to 50%

Theoretical Coverage: 580 to 770 sq. ft.

Gloss Full Gloss

* For VOC information, see Technical Data Sheet
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The technical data and suggestions for use contained in this document are true and correct to the best of our knowledge at the date of issuance. The statements of this document do not constitute a warranty, expressed or implied, as to
the performance of these products. Since Diamond Vogel does not control the application of its products or the condition of the surfaces to which they are applied, Diamond Vogel’s liability will under no circumstances exceed replacement
of the product. All technical information is subject to change without notice.




