
Hyperthane® 520
HYPERFORMANCE URETHANE

Hyperthane 520 is a two-component 
acrylic polyurethane finish that provides 
exceptional toughness, extended gloss  
and color retention, and excellent  
chemical and abrasion resistance. 

Designed for OEM, fleet, and industrial applications that 
require a durable topcoat with strong resistance to fuels, 
solvents, cleaners, and harsh service conditions.
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The technical data and suggestions for use contained in this document are true and correct to the best of our knowledge at the date of issuance. The statements of this document do not constitute a warranty, expressed or implied, as to 
the performance of these products. Since Diamond Vogel does not control the application of its products or the condition of the surfaces to which they are applied, Diamond Vogel’s liability will under no circumstances exceed replacement 
of the product. All technical information is subject to change without notice.

FEATURES

• Excellent chemical resistance for fuels,  
oils, solvents, and cleaners 

• Strong abrasion resistance for high  
use equipment

• High gloss finish with long-term  
color retention 

• Acrylic polyurethane toughness for 
heavy-duty equipment

FIELD OF APPLICATION

Hyperthane 520 can be applied with 
conventional, airless, electrostatic, and plural-
component equipment. For best results, dry 
film thickness should be 1.0 to 2.0 mils above 
the primed surface. This will require wet film 
thicknesses of about 3.0 to 4.0 mils. Apply in 
two medium build coats. Hyperthane 520 can 
be recoated tack-free in 4 to 6 hours and up  
to 48 hours.

PHYSICAL PROPERTIES
Weight: 8.5 to 10.05 lb/gal

Viscosity at 77˚F:  21 to 33 seconds #2 Zahn

Weight Solids: 51% to 67%

Solids Volume: 45 to 57%

Theoretical Coverage: 776 to 910 sq. ft. at 1.0 mil

Gloss at 60° 90

* For VOC information, see Technical Data Sheet

Hyperthane® 520 HyPerformance Urethane
Hyperthane 520 resists fuels, oils, solvents, and cleaners while standing up to abrasion from high use  
equipment. It supports demanding industrial applications such as hydraulic fracturing equipment,  
bulk transport trailers, and ready-mix trucks. The high gloss finish holds color over time, and the acrylic 
polyurethane structure delivers durability for oil, gas, and drilling equipment, including pumps, compressors,  
and service rigs.
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